Audi A4 


Wiring diagram No. 313/1 


Electric window shade 


from 2002 m. y. 


4-Pin Relay Carrier with threaded 
connection 
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Fuse holder 


‘A97-0242 


9-Pin Relay Carrier in the instrument 
panel 


Fuse Location: 
- Rear Shade Circuit Breaker (Right-hand drive) 
BI - Rear Shade Circuit Breaker (Left-hand drive) 


‘A97-0399 


Fuse Colors 
30A - Green 
25A - White 
20A - Yellow 
145A - Blue 

140A - Red 

7,5A - Orange 
5A - Beige 


Fuse in fusebox from 23 onwards are numbered 223 
onwards in Current Flow Diagram. 
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&® Audi A4 Wiring Diagram No. 313/2 


Ignition/Starter Switch 


D__Ignition/Starter Switch 

£149 Rear Window Shade Switch 

J262 Rear Window Shade Control Module 

J285 Control module with indicator unit in instrument panel insert 
$5 Fuse in fuse holder 

$100 Rear Shade Circuit Breaker 

T32a 32-Pin Connector, green, on instrument panel insert 

'v91_ Rear Window Shade Motor 


86 ) Ground connection -1-, in rear wiring hamess 
Ground connection -1-, in wiring harness interior 
Threaded connection “2- (30), on'therrelay plate 


Plus connection (15), in instrument panel wiring harness 


Plus connection (30), in instrument panel wiring hamess 


AS2) Plus connection -2- (30), in instrument panel wiring hamess 


Connector (15a, fuse 5), in instrument panel wiring harness 


(A175) Wire connection (58s), in instrument panel wiring harness 


* Right-hand drive 
“* Left-hand drive 
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gr/bl swiro 
heh 


3 ws = white 
035 sw = black 
swlbr ro = red 

br = brown 
gn = green 
0,22 bl = blue 
gr = grey 

i = ilac 

1 2 3 4 5 6 7 14 ge = yellow 
o7-55875] OF = Orange 
rs = pink 
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